SPECIFICATIONS

16.00 18.49 MAX
ELECTRICAL: . AL A _—
CURRENT RATING: 1.5AMPS R ! | \
VOLTAGE RATING: 125VAC ]}H H“ . o S
INSULATION RESISTANCE: >1000M OHMS C | B S 2 S .
W ITHSTANDING VOLTAGE :  AC 1000V 50 OR 60HZ 1MIN x 8 o
CONTACT RESISTANCE: <30 MOHMS q D N E g « &
OPERATING TEMPERATURE : -40C TO 85C - l . | 7
STORAGE TEMPERATURE: -40 TO 85C i | |
INFLAMMABILITY COMPLIANCE: 94V-0 @H U U|U U U : J U
ENVIRONMENTAL: FLC68 Details > |
WAVE SOLDERING TEMP.: 265C +/-5 | 11434020 - 4.86+-0.20—— | 2.54+/-0.15
7.90+/-0.20 4.80+/-0.20
MECHANICAL 8.89+/-0.20
MATING FORCE: 5-25N
RETENTION STRENGTH: = 76N 8.89 —| o
DURABILITY: >750CYCLE 1.27+/:0.15 —] g o oo 2.54+/-0.15
MATERIAL PIN 1 o
HOUSING: LCP UL94V-0 3.00+/-0.1 4 b db—L =
INSIDE CHIP: ~~ LCP UL94V-0 B0.90+-015x8~| |- 1.27+-0.15x7 &
CONTACT MATERIAL: DIAMETER 0.45mm PHOSPHOR BRONZE - ?
30u GOLD PLATED OVER NICKEL. - 2 [e $3.20+/-0.15x2
SHIELD: 0.2-0.25mm BRASS WITH NICKEL PLATED. 8 - @) 1
1\ @1.70+/-0.15x2
1V ® @
1.00 o
2.04 11.43+-0.15 —— -
@ 3.30+/-0.15 S
15.50+/-0.15 3
Details 8
(sp)
SUGGESTED PCB LAYOUT
Tolerance:
xxx £010 x £0.38 Part No.:
xx +025 x £0.50 | WRJ-1100030NL '/
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