SPECIFICATIONS

15.75
Fam VN <
ELECTRICAL: :
CURRENT RATING: 1.5AMPS ~
VOLTAGE RATING: 125VAC d b S E
INSULATION RESISTANCE: >1000M OHMS | | * —
W ITHSTANDING VOLTAGE : AC 1000V 50 OR 60HZ 1MIN ( b © E
CONTACT RESISTANCE: <30 MOHMS $3.35
OPERATING TEMPERATURE . -40C TO 85C ' H“ H ” ” H H ” “HE% [ I
STORAGE TEMPERATURE: -40C TO 85C
INFLAMMABILITY COMPLIANCE: 94V-0 127
ENVIRONMENTAL: FLC68 16.26 254 2
WAVE SOLDERING TEMP.: 265C +/-5 546 |3.43 | o
4.32
MECHANICAL
MATING FORCE: 5-25N Wb Wb
RETENTION STRENGTH: = 76N
DURABILITY: >750CYCLE JHUHUUUL“
1.02
MATERIAL 8 otk 2, P09
HOUSING: LCP UL94V-0 T T \q BF \F ~
INSIDE CHIP: LCP UL94V-0 b ¢ f 2
CONTACT MATERIAL: DIAMETER 0.45mm PHOSPHOR BRONZE 2X 1.7 714 |
Fu GOLD PLATED OVER NICKEL. B
SHIELD: 0.2-0.25mm BRASS WITH NICKEL PLATED. — = 2x®$3.25 12.7 N )
16.26+/-0.2 16.25
SUGGESTED PCB LAYOUT
Tolerance:
xxx £0.10 .x £0.38 |PartNo.:
xx +025 x 050 |WRJ-1100031NL f‘
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