
CURRENT RATING:
VOLTAGE RATING:

1.5AMPS
125V AC

ELECTRICAL:

XiaoMing

TSLee

Revision

Drawing No.:

SHIELD:                  0.2-0.25mm BRASS WITH NICKEL PLATED.

XiaoMing

MECHANICAL
MATING FORCE:               5-25N
RETENTION STRENGTH: 76N
DURABILITY:                    750CYCLE

MATERIAL
HOUSING:              LCP UL94V-0
INSIDE CHIP:         LCP UL94V-0

SUGGESTED PCB LAYOUT
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CONTACT MATERIAL: DIAMETER 0.45mm PHOSPHOR BRONZE
6u GOLD PLATED OVER NICKEL.

SPECIFICATIONS

REV
New Release

DateChange notice

INSULATION RESISTANCE: >1000M OHMS
W ITHSTANDING VOLTAGE : AC 1000V 50 OR 60HZ 1MIN 
CONTACT RESISTANCE: <30 MOHMS
OPERATING TEMPERATURE -40C TO 85C
 STORAGE TEMPERATURE: -40C TO 85C
 INFLAMMABILITY COMPLIANCE: 94V-0
 ENVIRONMENTAL: FLC68
 WAVE SOLDERING TEMP.: 265 C +/-5

Part No.:
WRJ-1100032NL
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