* 16,14 *x3.210.3 *16.90 ,

.89
2.94

*16.69

3.3[,\]3.05

Iy — e \
11.43
1.27X7=8.89 GREEN PCB JACK Specification
% @ N/\/ 1. Insulation Resistance:500M QMIN @ 500 VDC
ad U 2.Withstanding Voltage:AC1000V 50z or
@ ‘ LEFTLED 60Hz 1min.

3. Durability:600 Mating Circles MIN.

'$27' YELLOW/\/ 4.Gold Plating: Fu Gold Plating

\ RIGHT LED Remark:

1. Tolerances Unless Otherwise Specified

™\ 0£0.25 .00£0.20 .0000. 10

/ 2.The mark with ¥ is the key inspection
dimension for QC

8.89
\V4

®©©

é%% S 1143 § %€9";:
2.50 ey 2
1030 ” Part No.:
15.75 - ‘/
(hengel Oty |Change number|[Sign| Date WRJ 11 0046NL ( 635
esign | PCL -
PC Board Layout DChngk = Technology & Value
Craft | Qing Revision | quality | Scale MODULAR JACK
Standard A ‘ bl

RJ45 Module (180D)

Approval| TSLee Page 1 Total 1



Thomas McCarthy
Fu Gold Plating


